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(57) ABSTRACT

A secondary battery module including a plurality of unit
batteries, each including a first terminal and a second termi-
nal, and a plurality of bus bars, each electrically connecting
the first terminal of one of the unit batteries to the second
terminal of an adjacent unit battery, wherein the first terminal
and second terminal each include a first contact surface and a
second contact surface opposite to the first contact surface,
the bus bars include a first coupling portion in contact with the
first contact surface and the second contact surface of the first
terminal of one of the unit batteries, a second coupling portion
in contact with the first contact surface and the second contact
surface of the second terminal of an adjacent unit battery and
a connecting portion connecting the first and second coupling
portions.

8 Claims, 12 Drawing Sheets
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1
SECONDARY BATTERY MODULE

BACKGROUND

1. Field

Embodiments relate to a secondary battery module.

2. Description of the Related Art

Atypical secondary battery module may include a plurality
of'unit batteries connected in series. The unit batteries may be
secondary batteries. Each of the unit batteries may include an
electrode assembly, a case having a space therein, a cap
assembly coupled to the case to seal the case, and positive and
negative terminals protruding through the cap assembly and
electrically connected to positive and negative electrode col-
lectors in the electrode assembly, respectively. The electrode
assembly may include a separator interposed between a posi-
tive electrode and a negative electrode. The electrode assem-
bly may be accommodated in the space of the case.

The positive and negative terminals of adjacent unit batter-
ies may be connected to each other with, e.g., bus bars to
achieve high capacity of the battery module. In the typical
secondary battery module, the conductive bus bars may be
fitted on male threaded positive and negative terminals of the
adjacent unit batteries. Nuts may be screwed onto the positive
and negative terminals to fix the bus bars to the positive and
negative terminals. Due to this construction, the unit batteries
are connected in series with each other.

SUMMARY

Embodiments are directed to a secondary battery module,
which substantially overcomes one or more of the drawbacks,
limitations and/or disadvantages of the related art.

It is a feature of an embodiment to provide a secondary
battery module in which the terminals of the unit batteries are
precisely joined to bus bars by laser or ultrasonic welding to
prevent short circuits between the terminals.

It is another feature of an embodiment to provide a second-
ary battery module including clip-type bus bars whose height
is easily controlled and maintained and whose position is
temporarily fixed before welding of the bus bars to terminals.

It is another feature of an embodiment to provide a second-
ary battery module that is not affected by differing distances
between unit batteries, which may be accomplished by vary-
ing the thickness of connecting portions of bus bars, varying
the connection structures between the connecting portions
and first coupling portions and between the connecting por-
tions and second coupling portions, and/or structurally modi-
fying (e.g., corrugating and/or bending) the connecting por-
tions.

At least one of the above and other features and advantages
may be realized by providing a secondary battery module
including a plurality of unit batteries, each including a first
terminal and a second terminal, and a plurality of bus bars,
each electrically connecting the first terminal of one of the
unit batteries to the second terminal of an adjacent unit bat-
tery, wherein the first terminal and second terminal each
include a first contact surface and a second contact surface
opposite to the first contact surface, and the bus bars include
afirst coupling portion in contact with the first contact surface
and the second contact surface of the first terminal of one of
the unit batteries, a second coupling portion in contact with
the first contact surface and the second contact surface of the
second terminal of an adjacent unit battery and a connecting
portion connecting the first and second coupling portions.

The bus bars may further include a first bent portion
between the first coupling portion and the connecting portion,
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and a second bent portion between the second coupling por-
tion and the connecting portion.

The first coupling portion of the bus bar may include a first
contact portion having an inner side surface in contact with
the first contact surface of the first terminal, a second contact
portion having an inner side surface in contact with the sec-
ond contact surface of the first terminal, and an elastic fixing
portion connecting the first contact portion to the second
contact portion, and the second coupling portion of the bus
bar may include a third contact portion having an inner side
surface in contact with the first contact surface of the second
terminal, a fourth contact portion having an inner side surface
in contact with the second contact surface of the second
terminal, and an elastic fixing portion connecting the third
contact portion to the fourth contact portion.

The bus bars may be arranged such that the second contact
portion of the first coupling portions face the fourth contact
portions of the second coupling portions.

The first and second terminal may each have an upper
surface having a central portion, the first fixing portion of the
first coupling portion may at least partially overlie the upper
surface of the first terminal and exposes the central portion of
the upper surface, and the second fixing portion of the second
coupling portion may at least partially overlie the upper sur-
face of the second terminal and exposes the central portion of
the upper surface.

The first and second terminal may each have an upper
surface, the upper surface of the first terminal may be welded
to at least one of the first and second contact portions of the
first coupling portion of the bus bar, and the upper surface of
the second terminal may be welded to at least one of the third
and fourth contact portions of the second coupling portion of
the bus bar.

The first contact portion may have a first end, the third
contact portion may have a first end and the first end of the
first contact portion may be directly oppositeto the firstend of
the third contact portion, and the bus bar may have a “U”
configuration by which the connecting portion connects the
first end of the first contact portion to the opposing first end of
the third contact portion.

The connecting portion may include a first connecting
portion connected to the first coupling portion, a second con-
necting portion connected to the second coupling portion, and
a bent third connecting portion connecting the first connect-
ing portion to the second connecting portion.

The bent third connecting portion may be corrugated.

The first contact portion of the first coupling portion of
each bus bar may have a first end, the third contact portion of
the second coupling portion may have a second end and the
first end may be diagonally opposed to the second end, and
each bus bar may have a zigzag configuration in which the
connecting portion connects the first end of the first contact
portion of the first coupling portion to the diagonally opposed
second end of the third contact portion of the second coupling
portion.

The second contact portion of the first coupling portion of
each bus bar may have a first end, the fourth contact portion of
the second coupling portion may have a second end and the
first end may be diagonally opposed to the second end, and
each bus bar may have a zigzag configuration in which the
connecting portion connects the first end of the second con-
tact portion of the first coupling portion to the diagonally
opposed second end of the fourth contact portion of the sec-
ond coupling portion.
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BRIEF DESCRIPTION OF THE DRAWINGS

The above and other features and advantages will become
more apparent to those of ordinary skill in the art by describ-
ing in detail exemplary embodiments with reference to the
attached drawings, in which:

FIGS. 1a through 1c¢ respectively illustrate a perspective
view, a partially enlarged view and a partial cross-sectional
view of a secondary battery module according to an embodi-
ment;

FIG. 1d illustrates an enlarged view of the bus bar of such
secondary battery module;

FIG. 2a illustrates a perspective view of a secondary bat-
tery module according to another embodiment;

FIG. 24 illustrates an enlarged view of the bus bar of such
secondary battery module;

FIGS. 3a and 35 respectively illustrate a perspective view
and a partially enlarged view of a secondary battery module
according to yet another embodiment;

FIG. 3¢ illustrates an enlarged view of the bus bar of such
secondary battery module;

FIGS. 4a and 4b respectively illustrate a perspective view
and a partially enlarged view of a secondary battery module
according to still another embodiment;

FIGS. 5a and 55 respectively illustrate a perspective view
and a partially enlarged view of a secondary battery module
according to still another embodiment;

FIG. 5¢ illustrates an enlarged view of the bus bar of such
secondary battery module;

FIGS. 6a and 65 respectively illustrate a perspective view
and a partially enlarged view of a secondary battery module
according to still another embodiment; and

FIG. 6c¢ illustrates an enlarged view of the bus bar of such
secondary battery module.

DETAILED DESCRIPTION

Korean Patent Application No. 10-2009-0033038, filed on
Apr. 16, 2009, in the Korean Intellectual Property Office, and
entitled: “Secondary Battery Module,” is incorporated by
reference herein in its entirety.

Example embodiments will now be described more fully
hereinafter with reference to the accompanying drawings;
however, they may be embodied in different forms and should
not be construed as limited to the embodiments set forth
herein. Rather, these embodiments are provided so that this
disclosure will be thorough and complete and will fully con-
vey the scope of the invention to those skilled in the art.

In the drawing figures, the dimensions of layers and
regions may be exaggerated for clarity of illustration. It will
also be understood that when a layer or element is referred to
as being “on” another layer or substrate, it can be directly on
the other layer or substrate, or intervening layers may also be
present. Further, it will be understood that when a layer is
referred to as being “under” another layer, it can be directly
under, and one or more intervening layers may also be
present. In addition, it will also be understood that when a
layer is referred to as being “between” two layers, it can be the
only layer between the two layers, or one or more intervening
layers may also be present. Like reference numerals refer to
like elements throughout.

Referring to FIG. 1a, a perspective view of a secondary
battery module 100 according to an embodiment is illus-
trated. Referring to FIG. 15, a partially enlarged view of the
secondary battery module 100 is illustrated. Referring to FIG.
1¢, a cross-sectional view taken along line 1¢-1¢ of FIG. 15 s
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illustrated. Referring to FIG. 14, an enlarged view of a bus bar
of the secondary battery module 100 is illustrated.

As illustrated in FIG. 14, the secondary battery module 100
may include a plurality of unit batteries 110, each of which
may include a first terminal 114 and a second terminal 115.
The first terminal 114 and the second terminal 115 may be a
positive or negative terminal, depending on the charging/
discharging state of the unit battery. The secondary battery
module 100 may also include a plurality of bus bars 120
electrically connecting the first terminal 114 of a unit battery
110 to the second terminal 115 of an adjacent unit battery 110.

In the secondary battery module 100, the unit batteries 110
may be spaced apart from each other. Each of the bus bars 120
may electrically connect the first terminal 114 of one of the
unit batteries 110 to the second terminal 115 of the adjacent
unit battery 110. Due to this construction, the unit batteries
110 may be connected in series.

In addition to the first and second terminals 114 and 115,
each of the unit batteries 110 may include an electrode assem-
bly 111, acase 112, a cap assembly 113, and gaskets 116. The
unit battery 110 may be, e.g., a prismatic secondary battery
having the first and second terminals 114 and 115 as lead tabs.

In the electrode assembly 111, a positive electrode plate
and a negative electrode plate may face each other and be
separated by a separator. The electrode assembly 111 may be
accommodated in an inner space of the case 112.

The case 112 may have an upper opening through which
the inner space is exposed to the outside. The case 112 may be
made of; e.g., a conductive metal such as aluminum, an alu-
minum alloy or nickel-plated steel. There is no particular
restriction on the shape of the case 112. Preferably, the case
112 is hexahedral. The upper opening of the case 112 may be
closed by the cap assembly 113.

The cap assembly 113 may be formed with holes through
which the first and second terminals 114 and 115 protrude
outwardly. The cap assembly 113 may be coupled to the top of
the case 112 to seal the case 112.

The first terminal 114 may have a plate shape. The first
terminal 114 may have a first contact surface 114a, a second
contact surface 1145, an upper surface 114¢ and side surfaces
114d. The second terminal 115 may have a plate shape. The
second terminal 115 may have a first contact surface 1154, a
second contact surface 1155, an upper surface 115¢ and side
surfaces 115d.

The first contact surfaces 114a and 1154 may contact the
bus bar 120. The second contact surfaces 1145 and 11556 may
be opposite to the first contact surfaces 114a and 115a,
respectively, and may also contact the bus bar 120. In the first
terminal 114, the upper surface 114¢ may connect an upper
edge of the first contact surface 114a to an upper edge of the
second contact surface 11454. The side surfaces 1144 may
connect sides of the first contact surface 114a to sides of the
second contact surface 11454. In the second terminal 115, the
upper surface 115¢ may connect an upper edge of the first
contact surface 1154 to an upper edge of the second contact
surface 1155. The side surfaces 1154 may connect sides of the
first contact surface 1154 to sides of the second contact sur-
face 1155.

The first and second terminals 114 and 115 may be elec-
trically connected to the positive and negative electrode plates
of'the electrode assembly 111. The first and second terminals
114 and 115 may protrude upwardly through the holes of the
cap assembly 113. The upper surfaces 114¢ and 115¢ of the
first and second terminals 114 and 115 may be coupled to the
bus bars 120 by, e.g., welding. The welding may include, e.g.,
laser or ultrasonic welding.
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The gaskets 116 may be made of an insulating material,
e.g., a resin. One of the gaskets 116 may be interposed
between the first terminal 114 and the cap assembly 113 to
electrically isolate the first terminal 114 from the cap assem-
bly 113. The other gasket 116 may be interposed between the
second terminal 115 and the cap assembly 113 to electrically
isolate the second terminal 115 from the cap assembly 113.

The first and second terminals 114 and 115 of the unit
battery 110 may be spaced a predetermined distance apart
from each other. When the surface on which the terminals 114
and 115 of the unit battery 110 are formed is defined as the
upper surface, a lengthwise direction of the unit battery 110
refers to the direction in which wider side surfaces of the unit
battery 110 are arranged in parallel. The unit batteries 110
may be arranged such that the wider side surfaces of the
adjacent unit batteries 110 face each other and are spaced at
regular intervals.

The unit batteries 110 may be arranged such that the first
and second terminals 114 and 115 are alternately arranged at
sides of the cap assemblies 113. That is, the first and second
terminals 114 and 115 of adjacent unit batteries 110 may be
arranged in an alternating manner to form rows of the termi-
nals. The terminal rows may be lines in which terminals with
opposite polarities are arranged in a row. The first terminals
114 of the unit batteries 110 may be arranged in such a
manner that the first contact surface 114a of the first terminal
114 of one of the unit batteries 110 faces the first contact
surface 115a of the second terminal 115 of an adjacent unit
battery 110. The second contact surface 1145 of the first
terminal 114 of the one unit battery 110 may face the second
contact surface 1155 of the second terminal 115 of another
adjacent unit battery 110. The second terminals 115 of the
unit batteries 110 may be arranged in such a manner that the
first contact surface 1154 of the second terminal 115 of one of
the unit batteries 110 faces the first contact surface 114a of the
first terminal 114 of an adjacent unit battery 110. The second
contact surface 1155 of the second terminal 115 of the one
unit battery 110 may face the second contact surface 1145 of
the first terminal 114 of another adjacent unit battery 110.

The first terminal 114 of one of the unit batteries 110 may
be electrically connected to the second terminal 115 of the
adjacent unit battery 110 through the corresponding bus bar
120. The second terminal 115 of the one unit battery 110 may
be electrically connected to the first terminal 114 of another
adjacent unit battery 110 through the corresponding bus bar
120. In this manner, pairs of the first terminals 114 and the
second terminals 115 connected through the bus bars 120 may
be alternately arranged, so that the unit batteries 110 may be
connected in series to achieve high capacity of the secondary
battery module 100.

Each of the bus bars 120 may have a first coupling portion
121, a second coupling portion 122 and a connecting portion
123. The bus bar 120 may further include a first bent portion
124 and a second bent portion 125.

The bus bar 120 may electrically connect the first terminal
114 of one of the unit batteries 110 to the second terminal 115
of'an adjacent unit battery 110. That is, the bus bars 120 may
connect the unit batteries 110 in series to construct the sec-
ondary battery module 100.

The bus bars 120 may include, e.g., copper (Cu) or alumi-
num (Al), from which the first and second terminals 114 and
115 may also be made. The bus bars 120 may be easily welded
to the first and second terminals 114 and 115 of the unit
batteries 110 when the same metal is used for the bus bars 120
and the terminals 114 and 115. When different metals are
used for the bus bars 120 and the terminals 114 and 115,
welding may not be as easy.
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The first coupling portion 121 may be in the form of a clip
and may be coupled to the first terminal 114 of the unit battery
110. FIGS. 1a through 1c illustrate the first coupling portion
121 coupled to the first terminal 114 of one of the unit bat-
teries 110 and the second coupling portion 122 coupled to the
second terminal 115 of the adjacent unit battery 110 to con-
nect the unit batteries 110 in series. Alternatively, the first
coupling portion 121 may be coupled to the second terminal
115 of one of the unit batteries 110 and the second coupling
portion 122 may be coupled to the first terminal 114 of the
adjacent unit battery 110 to connect the unit batteries 110 in
series. That is, the first coupling portion 121 may be coupled
to any terminal of the unit battery 110 without being limited
to the first terminal 114. The first coupling portion 121 may be
coupled to terminals having opposite polarities of adjacent
unit batteries 110. Due to these connections, the unit batteries
110 may be connected in series.

The first coupling portion 121 may have a first contact
portion 1214, a second contact portion 1215 and a first fixing
portion 121c¢. The first coupling portion 121 may be in the
form of a clip. In the first coupling portion 121, the first fixing
portion 121¢ may be disposed between the first contact por-
tion 121a and the second contact portion 1215. The first fixing
portion 121¢ may be, e.g., arch-shaped. The first and second
contact portion 121a and 1215 may be, e.g., plate-shaped.
The first fixing portion 121¢ may be formed of; e.g., an elastic
material. Due to the elasticity of the first fixing portion 121c¢,
the distance between the first and second contact portions
121a and 1215 may be controlled in directions extending
along a periphery of the first fixing portion 121c.

The first contact portion 121a may be, e.g., plate-shaped,
and may contact the first contact surface 114a of the first
terminal 114 to allow an inner side surface of the first contact
portion 121a to completely cover the first contact surface
114a of the first terminal 114. The first contact portion 121a
may be electrically and mechanically connected to the second
contact portion 1215 through the first fixing portion 121¢. The
first contact portion 121a may be pressed to the first contact
surface 114q of the first terminal 114 due to the elasticity of
the first fixing portion 121¢. An upper surface 121 at of the
first contact portion 1214 may be connected to the first fixing
portion 121¢ and may be in the same plane as the upper
surface 114¢ of the first terminal 114. With this configuration,
the upper surface 121 at of the first contact portion 121a may
be coupled to the upper surface 114¢ of the first terminal 114
by, e.g., welding. For example, the upper surface 121 at of the
first contact portion 121a may be coupled to an edge of the
upper surface 114¢ of the first terminal 114 by welding. The
welding may include, e.g., laser or ultrasonic welding. Laser
or ultrasonic welding may enable precise welding of the first
contact portion 121a and the first terminal 114 in a downward
direction. Since there may be no need to bring an additional
instrument such as a probe into contact with the terminals
during laser or ultrasonic welding, the distance between the
unit batteries 110 may not affect the welding process. There-
fore, laser or ultrasonic welding may be advantageous in
terms of workability, and may prevent short circuits between
the firstand second terminals 114 and 115 of the unit batteries
110.

An increase in contact area between the first contact por-
tion 1214 and the first contact surface 1144 of the first termi-
nal 114 may mean an increase in contact area between the first
terminal 114 and the first coupling portion 121. A larger
contact area between the first contact portion 121a and the
first terminal 114 may desirably lead to a higher current
collection efficiency and a lower contact resistance between
the first terminal 114 and the bus bar 120.
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The second contact portion 1215 may be, e.g., plate-
shaped, and may contact the second contact surface 1145 of
the first terminal 114 to allow an inner side surface of the
second contact portion 1215 to completely cover the second
contact surface 1145 of the first terminal 114. The second
contact portion 1215 may be pressed to the second contact
surface 1145 of the first terminal 114 due to the elasticity of
the first fixing portion 121c. The upper surface 12157 of the
second contact portion 1215 may be connected to the first
fixing portion 121¢ and may be in the same plane as the upper
surface 114c¢ of the first terminal 114.

With this configuration, the upper surface 1215¢ of the
second contact portion 1215 may be joined to the upper
surface 114¢ of the first terminal 114 by, e.g., welding. For
example, the upper surface 12157 of the second contact por-
tion 1215 may be joined to an edge of the upper surface 114¢
of the first terminal 114 by welding. The welding may
include, e.g., laser or ultrasonic welding. Laser or ultrasonic
welding may enable precise welding of the second contact
portion 1216 and the first terminal 114 in the downward
direction. Since there may be no need to bring an additional
instrument such as a probe into contact with the terminals
during laser or ultrasonic welding, the distance between the
unit batteries 110 may not affect the welding process. There-
fore, the laser or ultrasonic welding may be advantageous in
terms of workability and may prevent short circuits between
the first and second terminals 114 and 115 of the unit batteries
110.

Although FIGS. 1a through 14 illustrate that the height of
the second contact portion 1215 is smaller than that of the first
contact portion 121a, it is to be understood that the height of
the second contact portion 1215 may be equal to or greater
than that of the first contact portion 121a. The heights of the
first and second contact portions 121a and 1215 refer to the
lengths thereof in a direction corresponding to an axial direc-
tion of the first and second terminals 114 and 115.

An increase in contact area between the second contact
portion 1215 and the second contact surface 1145 of the first
terminal 114 may mean an increase in contact area between
the first terminal 114 and the first coupling portion 121. A
larger contact area between the second contact portion 1215
and the first terminal 114 may lead to a higher current collec-
tion efficiency and a lower contact resistance. Therefore, an
increase in the height of the second contact portion 1215 may
contribute to an increase in current collection efficiency and a
reduction in contact resistance between the first terminal 114
and the bus bar 120.

The first fixing portion 121¢ may mechanically and elec-
trically connect the first contact portion 121a to the second
contact portion 1215. The first fixing portion 121¢ may be
coupled to the upper surface 114¢ of the first terminal 114 of
the unit battery 110. The first fixing portion 121¢ may connect
sides of the upper surface of the first contact portion 121a to
sides of the upper surface of the second contact portion 1215.
The first fixing portion 121¢ may allow a central portion of the
upper surface 114¢ of the first terminal 114 to be exposed. The
exposed portion of the upper surface 114¢ of'the first terminal
114 may be coupled to at least one of the first and second
contact portions 121a and 1215 by, e.g., welding. That is, the
exposed portion of the upper surface 114¢ of'the first terminal
114 may be welded to the first contact portion 121a, the
second contact portion 12156 or both contact portions. The
welding may include, e.g., laser or ultrasonic welding.

The first fixing portion 121¢ may be, e.g., arch-shaped and
elastic. The first fixing portion 121¢ may apply pressure
between the first and second contact portions 121a and 1215
to fix the first and second contact portions 121a and 1215 to
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the first terminal 114 of the unit battery 110. For better elas-
ticity, the first fixing portion 121¢ may be, e.g., corrugated or
bent. Due to the elasticity of the first fixing portion 121¢, the
distance between the first and second contact portions 121a
and 12156 may be controlled in directions extending along the
periphery of the first fixing portion 121c.

The elasticity of the first fixing portion 121¢ may allow the
first coupling portion 121 to be fitted on the first terminal 114
prior to welding. When the first coupling portion 121 is fitted
on the first terminal 114, the first fixing portion 121¢ may
serve as a stopper, making it easy to precisely control the
height of the first coupling portion 121 with respect to the first
terminal 114. That is, when the first coupling portion 121 is
coupled to the first terminal 114, the upper surface 114¢ of the
first terminal 114, the upper surface 121 at of the first contact
portion 121a and the upper surface 1215¢ of the second con-
tact portion 1215 may be aligned to have the same height by
the first fixing portion 121c.

The second coupling portion 122 may be a clip coupled to
the second terminal 115. The second coupling portion 122
may have a third contact portion 1224, a fourth contact por-
tion 1225 and a second fixing portion 122¢. In the second
coupling portion 122, the second fixing portion 122¢ may be
interposed between the third contact portion 122a and the
fourth contact portion 1225. The second fixing portion 122¢
may be, e.g., arch-shaped. The third and fourth contact por-
tion 122a and 12256 may be, e.g., plate-shaped. The second
fixing portion 122¢ may include, e.g., an elastic material. Due
to the elasticity of the second fixing portion 122¢, the distance
between the third and fourth contact portions 122a and 1225
may be controlled. The fourth contact portion 1226 of the
second coupling portion 122 and the second contact portion
12154 of'the first coupling portion 121 may be arranged to face
each other in the secondary battery module 100 of an embodi-
ment.

The second coupling portion 122 may have the same struc-
ture as the first coupling portion 121. The coupling arrange-
ment between the second coupling portion 122 and the sec-
ond terminal 115 may be the same as the coupling
arrangement between the first coupling portion 121 and the
first terminal 114. Thus, a repeated explanation of the second
coupling portion 122 is omitted.

The connecting portion 123 may have, e.g., a plate shape,
and may connect an end of the first contact portion 121a of the
first coupling portion 121 and an end of the third contact
portion 1224 of the second coupling portion 122. This con-
nection may allow the bus bar 120 to have a “U” configura-
tion. The first bent portion 124 may be disposed between the
connecting portion 123 and the first coupling portion 121.
The first bent portion 124 may facilitate a connection between
the connecting portion 123 and the first coupling portion 121
at a corner of the bus bar 120. The second bent portion 125
may be disposed between the connecting portion 123 and the
second coupling portion 122. The second bent portion 125
may facilitate a connection between the connecting portion
123 and the second coupling portion 122 ata corner of the bus
bar 120.

The connecting portion 123 may be connected to the first
contact portion 1214 of the first coupling portion 121 and the
third contact portion 1224 of the second coupling portion 122.
The connecting portion 123, the first contact portion 121a and
the third contact portion 122a may have the same height. The
heights of the connecting portion 123 and the first and third
contact portions 121a and 1224 refer to the lengths thereof in
adirection corresponding to the axial direction of the first and
second terminals 114 and 115.
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The connecting portion 123 may also connect between
another end of the first contact portion 121a of the first cou-
pling portion 121 and another end of the third contact portion
122a of the second coupling portion 122, opposite to each
other. Alternatively, the connecting portion 123 may connect
an end of the second contact portion 1215 of the first coupling
portion 121 and an end of the fourth contact portion 12256 of
the second coupling portion 122, opposite to each other. That
is, the connecting portion 123 may be connected to the first
contact portion 1214 of the first coupling portion 121 and the
third contact portion 122a of the second coupling portion 122
or to the second contact portion 1215 of the first coupling
portion 121 and the fourth contact portion 1225 of the second
coupling portion 122, so that the bus bar 120 may have a “U”
configuration.

The first bent portion 124 may include, e.g., an elastic
material. Accordingly, the first bent portion 124 may be easily
bendable between the first coupling portion 121 and the con-
necting portion 123.

The second bent portion 125 may also include, e.g., an
elastic material. Accordingly, the second bent portion 125
may also be easily bendable between the second coupling
portion 122 and the connecting portion 123.

In the secondary battery module 100, the first and second
terminals 114 and 115 of the unit batteries 110 may be pre-
cisely welded by, e.g., laser or ultrasonic welding, to the bus
bars 120 on upper surfaces thereof, which may lie in the same
plane as the bus bars 120. This welding may prevent short
circuits between the first and second terminals 114 and 115 of
adjacent unit batteries 110 without being affected by the
distance between the unit batteries 110.

In addition, the bus bars 120 may be temporarily fitted on
the first and second terminals 114 and 115 of the unit batteries
110 through the clip-type first and second coupling portions
121 and 122 prior to welding. Furthermore, the height of the
bus bars 120 may be easily controlled and maintained before
welding of the bus bars 120 to the first and second terminals
114 and 115 in order to arrange the welded portions in the
same plane.

Referring to FIG. 2q, a perspective view of a secondary
battery module 200 according to another embodiment is illus-
trated. Referring to FIG. 24, an enlarged view of the second-
ary battery module 200 is illustrated.

As illustrated in FIGS. 2a and 25, the secondary battery
module 200 may include unit batteries 110 and bus bars 220.
Each of the bus bars 220 may have a first coupling portion
121, a second coupling portion 122, a connecting portion 223,
a first bent portion 124 and a second bent portion 125.

The unit batteries 110 of the secondary battery module 200
may be the same as the unit batteries 110 of the secondary
battery module 100 illustrated in FIGS. 1a and 15. The first
and second coupling portions 121 and 122 and the first and
second bent portions 124 and 125 of the bus bars 220 may be
the same as those of the bus bars 120 illustrated in FIGS. 1a
through 14 in terms of their structures. Thus, detailed expla-
nations of the connecting portions 223 of the bus bars 220
different from those of the secondary battery module 100 will
be provided below.

The connecting portion 223 may be, e.g., plate-shaped, and
may connect an end of the first contact portion 121a of the
first coupling portion 121 and an opposing end of the third
contact portion 122 of the second coupling portion 122. This
connection allows the bus bar 220 to have a “U” configura-
tion.

The connecting portion 223 may include grooves 223/
adjacent to the first coupling portion 121 and the second
coupling portion 122. The grooves 223/ may be substantially
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parallel to a connecting surface between the connecting por-
tion 223 and the first coupling portion 121. That is, the
grooves 223/ may be disposed on inner and outer surfaces of
both ends of the connecting portion 223. Hence, a thicknesses
2234t of both ends of the connecting portion 223 may be
smaller than a thickness 2237 of a central portion of the
connecting portion 223.

The connecting portion 223 may enable the bus bar 220 to
be properly coupled to the terminals 114 and 115 of adjacent
unit batteries 110 despite different distances between unit
batteries 110. The length of the connecting portion 223,
which corresponds to the distance between the first and sec-
ond coupling portions 121 and 122, may vary due to the
grooves 223/. That is, the connecting portion 223 may be
easily bendable at ends thereof because the thickness 2237 of
the central portion of the connecting portion 223 may be
larger than the thicknesses 223/%¢ of sides of the connecting
portion 223. With these dimensions, the bus bars 220 may
have a buffering effect against different distances between the
unit batteries 110.

The connecting portion 223 may also connect another end
of the first contact portion 1214 of the first coupling portion
121 and the opposing end of the third contact portion 122a of
the second coupling portion 122. Alternatively, the connect-
ing portion 223 may connect between one end of the second
contact portion 1215 of the first coupling portion 121 and the
opposing end of the fourth contact portion 12256 of the second
coupling portion 122. That is, the connecting portion 223 may
be connected to the first contact portion 121a of the first
coupling portion 121 and the third contact portion 122a of the
second coupling portion 122 or to the second contact portion
12154 of the first coupling portion 121 and the fourth contact
portion 1225 of the second coupling portion 122, so that the
bus bar 220 may have a “U” configuration.

The connecting portion 223 may be connected to the first
contact portion 1214 of the first coupling portion 121 and the
third contact portion 1224 of the second coupling portion 122.
The connecting portion 223, the first contact portion 121a and
the third contact portion 122a may have the same height. The
heights of the connecting portion 223 and the first and third
contact portions 121a and 1224 refer to the lengths thereof in
adirection corresponding to the axial direction of the first and
second terminals 114 and 115 of the unit battery 110.

In the secondary battery module 200 of the present
embodiment, the first and second terminals 114 and 115 of the
unit batteries 110 may be precisely welded to the bus bars 220
on the upper surfaces thereof, which upper surfaces lie in the
same plane as the bus bars 220, by, e.g., laser or ultrasonic
welding. This welding may prevent short circuits between the
first and second terminals 114 and 115 of the adjacent unit
batteries 110 without being affected by different distances
between unit batteries 110.

In addition, the bus bars 220 may be temporarily fitted on
the firstand second terminals 114 and 115 of the unit batteries
110 through the clip-type first and second coupling portions
121 and 122 prior to welding. Furthermore, the height of the
bus bars 220 may be easily controlled and maintained before
welding of the bus bars 220 to the first and second terminals
114 and 115 in order for the welded portions to lie in the same
plane. Moreover, since the thickness of the central portion of
the connecting portion 223 may be larger than the thicknesses
of sides of the connecting portion 223, the secondary battery
module 200 may have a buffering effect against different
distances between the unit batteries 110.

Referring to FIG. 3a, a perspective view of a secondary
battery module 300 according to yet another embodiment is
illustrated. Referring to FIG. 34, a partially enlarged view of
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the secondary battery module 300 is illustrated. Referring to
FIG. 3¢, anenlarged view of a bus bar of the secondary battery
module 300 is illustrated. As illustrated in FIGS. 3a through
3¢, the secondary battery module 300 may include unit bat-
teries 110 and bus bars 320. Each of the bus bars 320 may
have a first coupling portion 121, a second coupling portion
122, a connecting portion 323, a first bent portion 124 and a
second bent portion 125.

The unit batteries 110 of the secondary battery module 300
of the present embodiment may be the same as the unit bat-
teries 110 of the secondary battery module 100 illustrated in
FIGS. 1a and 1b. The first and second coupling portions 121
and 122 and the first and second bent portions 124 and 125 of
the bus bars 220 may be the same as those of the bus bars 120
illustrated in FIGS. 1a through 14 in terms of their structures.
Thus, only detailed explanations of the connecting portions
323 of the bus bars 320 different from those of the secondary
battery module 100 will be provided below.

The connecting portion 323 may be, e.g., plate-shaped, and
may connect an end of the first contact portion 121a of the
first coupling portion 121 and a diagonally opposing end of
the third contact portion 1224 of the second coupling portion
122. This connection may allow the bus bar 320 to have a
zigzag, or a “Z,” configuration. Alternatively, the connecting
portion 323 may connect the other end of the first contact
portion 1214 of the first coupling portion 121 and the other
diagonally opposing end of the third contact portion 122a of
the second coupling portion 122. That is, the connecting
portion 323 may be connected to the first contact portion 121a
of'the first coupling portion 121 and the third contact portion
122a of the second coupling portion 122, so that the bus bar
320 can have a zigzag, or a “Z,” configuration.

The zigzag shape of the bus bar 320 may efficiently enable
the bus bar 320 to be properly coupled to the terminals of
adjacent unit batteries 110 despite different distances
between the unit batteries 110. This is in contrast to the “U”
configuration of the bus bar in which the connecting portion is
vertically coupled to the first and second coupling portions.
That is, since the length of the connecting portion 323, which
corresponds to the diagonal distance between the first and
second coupling portions 121 and 122, is easily variable, the
bus bars 320 may have a buffering effect against different
distances between the unit batteries 110.

The connecting portion 323 may be connected to the first
contact portion 1214 of the first coupling portion 121 and the
third contact portion 1224 of the second coupling portion 122.
The connecting portion 223, the first contact portion 121a and
the third contact portion 122a may have the same height. The
heights of the connecting portion 323 and the first and third
contact portions 121a and 122q refer to the lengths thereof in
adirection corresponding to the axial direction of the first and
second terminals 114 and 115 of the unit batteries 110.

Ends of the connecting portion 323 may be thinner than a
central portion thereof, as in the connecting portion 223 of the
bus bar 220 illustrated in FIGS. 24 and 24. This thickness
difference may enable the bus bar 320 to be properly coupled
to the terminals 114 and 115 of adjacent unit batteries 110
despite different distances between the unit batteries 110.
That is, the bus bars 320 may have a buffering effect against
different distances between the unit batteries 110.

In the secondary battery module 300 of the present
embodiment, the first and second terminals 114 and 115 of the
unit batteries 110 may be precisely welded to the bus bars 320
on the upper surfaces thereof, which lie in the same plane as
the bus bars 320, by, e.g., laser or ultrasonic welding. This
welding may prevent short circuits between the first and sec-
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ond terminals 114 and 115 of the adjacent unit batteries 110
without being affected by the distance between the unit bat-
teries 110.

In addition, the bus bars 320 may be temporarily fitted on
the firstand second terminals 114 and 115 of the unit batteries
110 through the clip-type first and second coupling portions
121 and 122 prior to welding. Furthermore, the height of the
bus bars 320 may be easily controlled and maintained before
welding of the bus bars 320 to the first and second terminals
114 and 115 in order for the welded portions to lie in the same
plane. Moreover, since the bus bars 320 may have a zigzag
configuration, and the connecting portions 323 may have a
larger thickness in the central portions thereof than at ends
thereof, the secondary battery module 300 may have a buff-
ering effect against different distances between the unit bat-
teries 110.

Referring to FIG. 4a, a perspective view of a secondary
battery module 400 according to still another embodiment is
illustrated. Referring to FIG. 44, a partially enlarged view of
the secondary battery module 400 is illustrated.

As illustrated in FIGS. 4a and 44, the secondary battery
module 400 of the present embodiment may include unit
batteries 110 and bus bars 420. Each of the bus bars 420 may
have a first coupling portion 121, a second coupling portion
122, a connecting portion 423, a first bent portion 124 and a
second bent portion 125.

The unit batteries 110 of the secondary battery module 400
of the present embodiment may be the same as the unit bat-
teries 110 of the secondary battery module 100 illustrated in
FIGS. 1a and 154. The first and second coupling portions 121
and 122 and the first and second bent portions 124 and 125 of
the bus bars 420 may be the same as those of the bus bars 120
illustrated in FIGS. 14 through 14 in terms of their structures.
Thus, only detailed explanations of the connecting portions
423 of the bus bars 420 different from those of the secondary
battery module 100 will be provided below.

The connecting portion 423 may be, e.g., plate-shaped, and
may connect one end of the second contact portion 1215 of
the first coupling portion 121 and a diagonally opposed end of
the fourth contact portion 1225 of the second coupling por-
tion 122. This connection may allow the bus bar 420 to have
a zigzag, or a “Z,” configuration. The first bent portion 124
may be disposed between the connecting portion 423 and the
first coupling portion 121. The first bent portion 124 may
facilitate the connection between the connecting portion 423
and the first coupling portion 121 at the corner of the bus bar
420. The second bent portion 125 may be disposed between
the connecting portion 423 and the second coupling portion
122. The second bent portion 125 may facilitate the connec-
tion between the connecting portion 423 and the second cou-
pling portion 122 at the corner of the bus bar 420.

The connecting portion 423 may connect the other end of
the second contact portion 1215 of the first coupling portion
121 and the diagonally opposed other end of the fourth con-
tact portion 1225 of the second coupling portion 122. That is,
the connecting portion 423 may be connected to the second
contact portion 1215 of the first coupling portion 121 and the
fourth contact portion 1225 of the second coupling portion
122, so that the bus bar 420 may have a zigzag configuration.

The zigzag configuration of the bus bar 420 may enable the
bus bar 420 to be properly coupled to the terminals of adjacent
unit batteries 110 despite different distances between the unit
batteries 110. This is in contrast to the “U” configuration of
the bus bar in which the connecting portion is vertically
coupled to the first and second coupling portions. That is,
since a length of the connecting portion 423, which corre-
sponds to a diagonal distance between the first and second
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coupling portions 121 and 122, is easily variable, the bus bars
420 may have a buffering effect against different distances
between the unit batteries 110.

The connecting portion 423 may be connected to the sec-
ond contact portion 1215 of'the first coupling portion 121 and
the fourth contact portion 1225 of the second coupling por-
tion 122. The connecting portion 423, the first contact portion
121a and the third contact portion 122a may have the same
height. The heights of the connecting portion 423 and the
second contact portions 1215 and 1225 refer to the lengths
thereof in a direction corresponding to the axial direction of
the first and second terminals 114 and 115 of the unit batteries
110.

Ends ofthe connecting portion 423 may be thinner than the
central portion thereof, as in the connecting portion 223 of the
bus bar 220 illustrated in FIGS. 24 and 24. This thickness
difference may prevent the bus bar 420 from being improp-
erly coupled to the terminals 114 and 115 of the adjacent unit
batteries 110 despite different distances between the unit
batteries 110. That is, the bus bars 420 may have a buffering
effect against different distances between the unit batteries
110.

In the secondary battery module 400 of the present
embodiment, the first and second terminals 114 and 115 of the
unit batteries 110 may be precisely welded by, e.g., laser or
ultrasonic welding, to the bus bars 420 on the upper surfaces
thereof, which upper surfaces lie in the same plane as the bus
bars 420. This welding may prevent short circuits between the
first and second terminals 114 and 115 of adjacent unit bat-
teries 110 without being affected by the distance between the
unit batteries 110.

In addition, the bus bars 420 may be temporarily fitted on
the first and second terminals 114 and 115 of the unit batteries
110 through the clip-type first and second coupling portions
121 and 122 prior to welding. Furthermore, the height of the
bus bars 420 may be easily controlled and maintained before
welding of the bus bars 420 to the first and second terminals
114 and 115 in order for the welded portions to lie in the same
plane. Moreover, since the bus bars 420 may have a zigzag
configuration and the connecting portions 423 may have a
larger thickness in the central portions thereof than at ends
thereof, the secondary battery module 400 may have a buff-
ering effect against different distances between the unit bat-
teries 110.

Referring to FIG. 5a, a perspective view of a secondary
battery module 500 according to still another embodiment is
illustrated. Referring to FIG. 55, a partially enlarged view of
the secondary battery module 500 is illustrated. Referring to
FIG. 5¢, an enlarged view of a bus bar of the secondary battery
module 500 is illustrated.

As illustrated in FIGS. 5a through 5¢, the secondary bat-
tery module 500 may include unit batteries 110 and bus bars
420. Each of the bus bars 520 may have a first coupling
portion 121, a second coupling portion 122, a connecting
portion 523, a first bent portion 124 and a second bent portion
125.

The unit batteries 110 of the secondary battery module 500
of the present embodiment may be the same as the unit bat-
teries 110 of the secondary battery module 100 illustrated in
FIGS. 1a and 1b. The first and second coupling portions 121
and 122 and the first and second bent portions 124 and 125 of
the bus bars 520 may be the same as those of the bus bars 120
illustrated in FIGS. 1a through 14 in terms of their structures.
Thus, only detailed explanations of the connecting portions
523 of the bus bars 520 different from those of the secondary
battery module 100 will be provided below.
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The connecting portion 523 may have, e.g., a plate shape,
and may connect an end of the first contact portion 121a of the
first coupling portion 121 and an opposing end of the third
contact portion 122a of the second coupling portion 122. This
connection allows the bus bar 520 to have a “U” configura-
tion.

The connecting portion 523 may include a first connecting
portion 5234, a second connecting portion 5235 and a third
connecting portion 523¢. The first connecting portion 523a
may have, e.g., a flat plate shape, and may be disposed
between and connect the first coupling portion 121 and the
third connecting portion 523¢. The second connecting portion
523b may also have, e.g., a flat plate shape, and may be
disposed between and connect the second coupling portion
122 and the third connecting portion 523¢. The third connect-
ing portion 523¢ may have at least one bent portion and may
be disposed between and connect the first and second con-
necting portions 523a and 5235.

The third connecting portion 523¢ between the first and
second connecting portions 523a and 5235 may enable the
bus bar 520 to be properly coupled to the terminals of adjacent
unit batteries 110 despite different distances between the unit
batteries 110. The length of the connecting portion 523,
which corresponds to the distance between the first and sec-
ond coupling portions 121 and 122, may vary due to the bent
connecting portion 523c¢. That is, the bus bars 520 may have
a buffering effect against different distances between the unit
batteries 110.

The connecting portion 523 may be connected to the first
contact portion 1214 of the first coupling portion 121 and the
third contact portion 1224 of the second coupling portion 122.
The connecting portion 523, the first contact portion 121a and
the third contact portion 122a may have the same height. The
heights of the connecting portion 523 and the first contact
portions 121a and 122a refer to the lengths thereof in a
direction corresponding to the axial direction of the first and
second terminals 114 and 115 of the unit batteries 110.

Ends of the connecting portions 523 may be thinner than
the central portion thereof; as in the connecting portion 223 of
the bus bar 220 illustrated in FIGS. 2a and 2. This thickness
difference may prevent the bus bar 520 from being improp-
erly coupled to the terminals 114 and 115 of the adjacent unit
batteries 110 despite different distances between the unit
batteries 110 ofthe secondary battery module 500. That is, the
bus bars 520 may have a buffering effect against different
distances between the unit batteries 110.

In the secondary battery module 500 of the present
embodiment, the first and second terminals 114 and 115 of the
unit batteries 110 may be precisely welded by, e.g., laser or
ultrasonic welding, to the bus bars 520 on the upper surfaces
thereof, which upper surfaces lie in the same plane as the bus
bars 520. This welding may prevent short circuits between the
first and second terminals 114 and 115 of the adjacent unit
batteries 110 without being affected by the distance between
the unit batteries 110.

In addition, the bus bars 520 may be temporarily fitted on
the firstand second terminals 114 and 115 of the unit batteries
110 through the clip-type first and second coupling portions
121 and 122 prior to welding. Furthermore, the height of the
bus bars 520 may be easily controlled and maintained before
welding of the bus bars 520 to the first and second terminals
114 and 115 in order for the welded portions to lie in the same
plane. Moreover, since the connecting portions 523, any of
which may have the bent connecting portion 523¢, may have
a larger thickness in the central portions thereof than at ends
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thereof, the secondary battery module 500 may have a buff-
ering effect against different distances between the unit bat-
teries 110.

Referring to FIG. 6a, a perspective view of a secondary
battery module 600 according to still another embodiment is
illustrated. Referring to FIG. 65, a partially enlarged view of
the secondary battery module 600 is illustrated. Referring to
FIG. 6c, an enlarged view of a bus bar of the secondary battery
module 600 is illustrated.

As illustrated in FIGS. 6a through 6¢, the secondary bat-
tery module 600 of the present embodiment includes unit
batteries 110 and bus bars 620. Each of the bus bars 620 may
have a first coupling portion 121, a second coupling portion
122, a connecting portion 623, a first bent portion 124 and a
second bent portion 125.

The unit batteries 110 of the secondary battery module 600
of the present embodiment may be the same as the unit bat-
teries 110 of the secondary battery module 100 illustrated in
FIGS. 1a and 1b. The first and second coupling portions 121
and 122 and the first and second bent portions 124 and 125 of
the bus bars 620 may be the same as those of the bus bars 120
illustrated in FIGS. 1a through 14 in terms of their structures.
Thus, only detailed explanations of the connecting portions
623 of'the bus bars 620 different from those of the secondary
battery module 100 will be provided below.

The connecting portion 623 may have, e.g., a plate shape,
and may connect an end of the first contact portion 121a of the
first coupling portion 121 and an opposing end of the third
contact portion 122 of the second coupling portion 122. This
connection may allow the bus bar 620 to have a “U” configu-
ration.

The connecting portion 623 may include a first connecting
portion 6234, a second connecting portion 6235 and a third
connecting portion 623¢. The first connecting portion 623«
may have, e.g., a flat plate shape, and may be disposed
between and connect the first coupling portion 121 and the
third connecting portion 623¢. The second connecting portion
6235 may have, e.g., a flat plate shape, and may be disposed
between and connect the second coupling portion 122 and the
third connecting portion 623¢. The third connecting portion
623¢ may be corrugated to form one or more bent portions.
The third connecting portion 623¢ may be interposed
between and connect the first and second connecting portions
623a and 6235.

The corrugated connecting portion 623¢ between the first
and second connecting portions 623a and 6235 may enable
the bus bar 620 to be properly coupled to the terminals of
adjacent unit batteries 110 despite different distances
between the unit batteries 110. The length of the connecting
portion 623, which corresponds to the distance between the
first and second coupling portions 121 and 122, may vary due
to the corrugated connecting portion 623¢. That is, the bus
bars 620 may have a buffering effect against different dis-
tances between the unit batteries 110.

The connecting portion 623 may be connected to the first
contact portion 1214 of the first coupling portion 121 and the
third contact portion 1224 of the second coupling portion 122.
The connecting portion 623, the first contact portion 121a and
the third contact portion 122a may have the same height. The
heights of the connecting portion 623 and the first and third
contact portions 121a and 122q refer to the lengths thereof in
adirection corresponding to the axial direction of the first and
second terminals 114 and 115 of the unit batteries 110.

Ends of the connecting portion 623 may be thinner than a
central portion thereof, as in the connecting portion 223 of the
bus bar 220 illustrated in FIGS. 24 and 24. This thickness
difference may prevent the bus bar 620 from being improp-

15

20

25

40

45

16

erly coupled to the terminals 114 and 115 of adjacent unit
batteries 110 despite different distances between the unit
batteries 110. That is, the bus bars 620 may have a desirable
buffering effect against different distances between the unit
batteries 110.

In the secondary battery module 600 of the present
embodiment, the first and second terminals 114 and 115 of the
unit batteries 110 may be precisely welded by, e.g., laser or
ultrasonic welding, to the bus bars 620 on the upper surfaces
thereof, which upper surfaces lie in the same plane as the bus
bars 620. This welding may prevent short circuits between the
first and second terminals 114 and 115 of the adjacent unit
batteries 110 without being affected by the distance between
the unit batteries 110.

In addition, the bus bars 620 may be temporarily fitted on
the firstand second terminals 114 and 115 of the unit batteries
110 through the clip-type first and second coupling portions
121 and 122 prior to welding. Furthermore, the height of the
bus bars 620 may be easily controlled and maintained before
welding of the bus bars 620 to the first and second terminals
114 and 115, in order for the welded portions to lie in the same
plane. Moreover, since the connecting portions 623, each of
which may have the corrugated connecting portion 623¢, may
have a larger thickness in the central portions thereof than at
ends thereof, the secondary battery module 600 may have a
buffering effect against different distances between the unit
batteries 110.

As is apparent from the above description, in the secondary
battery module according to such an embodiment, the upper
surfaces of the terminals of the unit batteries may be precisely
welded to the bus bars by, e.g., laser or ultrasonic welding, to
prevent short circuits between the terminals.

In addition, in the secondary battery module of such an
embodiment, the height of the clip-type bus bars may be
easily controlled and maintained, and the position of the bus
bars may be temporarily fixed before welding of the bus bars
to the terminals.

Furthermore, the secondary battery module of such an
embodiment may have a desirable buffering effect against
different distances between the unit batteries by, e.g., making
a difference in the thickness of the connecting portions of the
bus bars, varying the connection structures between the con-
necting portions and the first coupling portions and between
the connecting portions and the second coupling portions, or
structurally modifying (e.g., corrugating or bending) the con-
necting portions.

Exemplary embodiments have been disclosed herein, and
although specific terms are employed, they are used and are to
be interpreted in a generic and descriptive sense only and not
for the purpose of limitation. Accordingly, it will be under-
stood by those of ordinary skill in the art that various changes
in form and details may be made without departing from the
spirit and scope of the present invention as set forth in the
following claims.

What is claimed is:

1. A secondary battery module, comprising:

a plurality of unit batteries, each including a first terminal

and a second terminal, and

a plurality of bus bars, each being welded to and electri-

cally connecting the first terminal of one of the unit
batteries to the second terminal of an adjacent unit bat-
tery, wherein:

the first terminal and second terminal each include a flat

first contact surface and a flat second contact surface

parallel with and opposite to the first contact surface,
the bus bars include a first coupling portion that is clip-

coupled with the first terminal such that the first cou-
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pling portion is in contact with the first contact surface

and the second contact surface of the first terminal of one

of the unit batteries, a second coupling portion that is
clip-coupled with the second terminal such that the sec-
ond coupling portion is in contact with the first contact
surface and the second contact surface of the second
terminal of an adjacent unit battery, and a connecting
portion connecting the first and second coupling por-
tions,

the first coupling portion of the bus bars includes:

a first contact portion having an inner side surface in
contact with the first contact surface of the first termi-
nal,

a second contact portion having an inner side surface in
contact with the second contact surface of the first
terminal, and

an elastic first fixing portion connecting the first contact
portion to the second contact portion, and

the second coupling portion of the bus bars includes:

a third contact portion having an inner side surface in
contact with the first contact surface of the second
terminal,

a fourth contact portion having an inner side surface in
contact with the second contact surface of the second
terminal, and

an elastic second fixing portion connecting the third
contact portion to the fourth contact portion,

the second contact portion of the first coupling portion of
each bus bar has two lateral ends, the fourth contact
portion of the second coupling portion has two lateral
ends, and one lateral end of the second contact portion of
the first coupling portion is diagonally opposed to one
lateral end of the fourth contact portion of the second
coupling portion, and

each bus bar has a zigzag configuration in which the con-
necting portion connects the one lateral end of the sec-
ond contact portion of the first coupling portion to the
diagonally opposed one lateral end of the fourth contact
portion of the second coupling portion.

2. The secondary battery module as claimed in claim 1,

wherein the bus bars further include:
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a first bent portion between the first coupling portion and

the connecting portion, and

a second bent portion between the second coupling portion

and the connecting portion.

3. The secondary battery module as claimed in claim 1,
wherein the bus bars are arranged such that the second contact
portion of the first coupling portions faces the fourth contact
portion of the second coupling portions.

4. The secondary battery module as claimed in claim 1,
wherein:

the first and second terminal each have an upper surface

having a central portion,
the first fixing portion of the first coupling portion at least
partially overlies the upper surface of the first terminal
and exposes the central portion of the upper surface, and

the second fixing portion of the second coupling portion at
least partially overlies the upper surface of the second
terminal and exposes the central portion of the upper
surface.

5. The secondary battery module as claimed in claim 1,
wherein:

the first and second terminal each have an upper surface,

the upper surface of the first terminal is welded to at least

one of the first and second contact portions of the first
coupling portion of one bus bar, and

the upper surface of the second terminal is welded to at

least one of the third and fourth contact portions of the
second coupling portion of the one bus bar.

6. The secondary battery module as claimed in claim 1,
wherein, in the first terminal and the second terminal:

the second contact surface is parallel with the first contact

surface, and

the second contact surface faces a direction opposite to a

direction in which the first contact surface faces.

7. The secondary battery module as claimed in claim 1,
wherein each of the unit batteries are prismatic batteries.

8. The secondary battery module as claimed in claim 7,
wherein the flat first contact surface and the flat second con-
tact surface are parallel with a wide side surface of each of the
prismatic batteries.



